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TEST REPORT
TR &
Name of Goods Modular Power Station Model
i FR BEHAF B YR LSy
Commissioner SWIT Electronics Co., Ltd.
LA T ¢ BN B R T R B A PR A )
Commissioner's 10 Heng Tong Road, Xin’gang Nanjing Economic and Technological Development Zone
Address Nanjing 210038, P.R. China
ZHER AL TLIRAE T T 2 BF R TT R X AE 3 KE 10 5
Manufacturer SWIT Electronics Co., Ltd.
)3 P 7 5 BN B R B A BRA #)
Manufacturer’s 10 Heng Tong Road, Xin'gang Nanjing Economic and Technological Development Zone
Address Nanjing 210038, P.R. China
3 7 A VL34 PR T 8 RHOR TR IX 38 K3 10 5

VOLTAPRO

Manufacturer’s E-mail HE5H tech@softorange.cn
Contact Telephone +86-15599032767

1] 3 T T 2R RO Web ik http:/ /swit.cc

Trade Mark/ ot Cuboid S
identification afe ubol ize ]~ (598.0%400.0

AR AR B AR K7 (LXWXT) x290.0)mm

Nominal Voltage Charge Voltage 58.8V Rated Capacity

PRARHLIE 75 Fh P e 176.4Ah

Battery Module Battery Module Battery Module
Model VA2250 Nominal Voltage Rated Capacity

P REZE T FEL VU A 2 A Pl L PR A A

Module Number 4PCS
P2 £ (1S4P)

Cell Rated Cell Nominal
INR21700-50
Cell Mode| Capacity Voltage

PIRILES P =] e g
SR G T Al i P

Sample Receiving Testing Date 2024.10.08
504PCS Date 2024.10.08 i _
R 0 WA

m ” 2024.10.22

The sample has passed the test items of UNITED NATIONS “Manual of Tests and Criteria"
ST/SG/AC.10/11/Rev.7/ Amend.1 Subsection 38.3

2, ST EIRE B RIS AERETAM) (58 7 BITRR 1215 1) 38.3 FrdE 2K,

Cells Number
ZEMY g =+

Test conclusion
Fer il & 16
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Test Standard K:MlARvE
UN "Manual of Tests and Criteria" ST/SG/AC.10/11/Rev.7/Amend.1 Subsection 38.3
BEEE GRIGAPRUET MY (B 78T BI1E1) 38.3 %

BXXX is used as the sample number of batteries:

\ SN240923033B001.
BXXX A& Bt R S 5

Test items Overcharge, Short circuit, Over discharge between the batteries.
i B AER . FERE . A A R .

The lithium battery cluster (the assembled battery) was rated a Watt-hour more than 6200W
and formed by electrically connected modules, the modules are of the types proven to meet
Remark the requirements of each applicable test in the UN Manual of Tests and Criteria, Part Ill,

R sub-section 38.3. (Test Report No.: CMC240923034).
ZHE S T AR (BRI 1IAE TLRR -/ EUEE I 6200Wh,  H A T4 F it 2H DA R R
Mk, ARl cifid UN38.3 ik (kg5 : CMC240923034) .

Stand requirement or the
Test item clause number of Test result
ORI standard WG
PR R B AR S

Test
conclusion

Sy

Overcharge UN "Manual of Tests and See Appendix 1 Passed
W Criteria" DL RL o

Short circuits ST/SG/AC.10/11/Rev.7/Ame See Appendix 1 Passed
ok nd.1 section 38.3(g) LR i

Over discharge BeAE RIS ATARHET A

GB 7 BT IR EIE 1D See Appendix 1 Passed
DB A

between the batteries
4L 5o FE i # 38.3 1i(g)

Test environment
Ambient temperature: 25°C =5°C, Ambient humidity: 45%-75%

Conditi : ~
" IR 25C+5C; ML 45%-75%

A
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Clause

=+
2K

Requirement + Test

FOR+T %

38.3.3(f)

When testing a battery assembly in which the aggregate lithium content of all anodes when fully
charged, is not more than 500g, or in the case of a lithium battery, with a Watt-hour rating of not
more than 6200Wh, that is assembled from batteries that have passed all applicable tests, one
assembled battery in a fully charged state shall be tested under tests T3, T4 and T5, and in
addition, test T7 in the case of a rechargeable battery.

IR AR BRI, R A A 5 42 78 HELN T B 5 T S ANV R T 5009, BRAEHHE BT
BRSO, HE LRS-/ N AL 6200Wh i, 5 FL2 3 3 B ik A Ryt 4 4 17 A T
N —N 58 A 7R RS IR B I OREE T.3. T.4 M T5, 54k, Wi Er 7, WisFHH#T
T.7 k5.

When batteries that have passed all applicable tests are electrically connected to form battery in
which the aggregate lithium content of all anodes, when fully charged more than 500g, or in the
case of a lithium ion battery, with a Watt-hour rating of more than 6200Wh, the assembled battery
does not need to be tested if the assembled battery is of a type that has been verified as
preventing:

- Overcharge;

- Short circuits; and

- Over discharge between the batteries.

X T E i A 3E P A 0 T L T A R A B L, A0 5 4 78 FL N BT IS AN ) e A i
5009, RIEHE T RMMKITEOLT, WEAUE B TUR-/NHOE T 6200Wh I, 2448 pi R it in 22 5 3 e
JE TR BT FAE L, BT R kAT

- TS

- JEEE; A

- Ft 2 A I TR
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fHR1
Appendix 1

Sample status one functional assembled battery;
FERCIRZS — AN DIREIEH HIAE R R I A

Test item Requirement of test Test result
H s AR T sk PR S8

Verify overcharge protection according to the manufacturer's charging
method. N
iz HE o) 3 R P 70 L 7 92, B R o E 7R ORI T A
Fully charged according to the charging method specified by the
manufacturer. The battery shall be subjected to a short circuit condition
Short circuits with a total external resistance of less than 0.1 ohm. Verify short circuit
i protection.

22 8 H1) 32 PR R P 78 P T VR R R, i PRI A 20 32 B AP LB/ TR0 1 QR
B KA, 90 UE R B ORI Th RE

Overcharge Pass

RES LS

Over discharge Verify over discharge protection according to the manufacturer's
between the batteries | discharging method.

HEVB A Z TRV BE TR AL | 4 s e L2 (0 5P 7 9%, BRI S B P R Th o

101&104, Building B, Kaihuimao Industrial Park, Liyuan Road, Heping Community, Fuhai Street, Baoan District, Shenzhen, Guangdong, China
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Photos of Samples

R

Picture 1. Front view of battery

B 1. s AL AT

Picture 2. Back view of battery
B R 2. b s E
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Picture 3. Front view of battery

K 3. AL AT

Picture 4. Back view of battery

K 4. b dla

101&104, Building B, Kaihuimao Industrial Park, Liyuan Road, Heping Community, Fuhai Street, Baoan District, Shenzhen, Guangdong, China
] AR A TR YIT 5 22 DX AR TE RSP 4L X 75 [l B A 28 Dol [l 55 B #: 101, 104

400-1668-320 info@cmczj-lab.com www.cmezj-lab.com 719




®
CMC TESTING

I RIS
Report No.: CMC240923033

Picture 5. Front view of cell

B r 5. HtETALE

50.4V 176.4Ah / 8890.56Wh

VO I A | z 0 DC: 12-60V=20A(Max) 800W in
DC: 48V =15Ax3 out

H AC: 180-264V ~ 1500W charging i
MOdUlar Power Statlon AC: 230V~ 10.4A(Max) ZADOV(I ou,tn

Picture 6. Label view
K H 6. 48240 B
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Important
a1

The test report is invalid if it is not affixed the official seal of the laboratory to it.
KR S AL AR (Siiekill L H =) ok

Copies of the test report without the official seal of the laboratory are invalid.

S ARSI 4R 15 A BT N AR S 2 A e (ke g A U FH #) o R

It is forbidden to copy the test report partially without the written approval of the laboratory.
ARZEA S = A5 T HEAE AT B 70 S AT 4 75

The test report is invalid without the signatures of Approver, Reviewer and Testing engineer.
RlILE e o NI VAN R PN oV 8

The test report is invalid if it is blotted out.

RUILE P EERT 5 o o

Obijections to the test report must be submitted to CMC Testing International (Shenzhen) Co., Ltd.
within 15 days.

XPRTIAR & AT 1, BT EIR A 2 i TR A A AR A 3 e CARIID AR A m $2
The test report is valid for the tested samples only.

ARSI A 5 0T Sz WA i 67 5%

As for the Verdict, “--” means “no need for judgment”’, “P” means “pass”, “F” means “fail” and
“‘N/A” means “not applicable”.

FIE R - TR AT EHRE”, PR EY”, PR AEE, NIARRAER”.

*** End of Report ***
*kk T&%%Eﬁ *kk

Testing laboratory: CMC Testing International (Shenzhen) Co., Ltd.
R AL AATIRIAE GRIID BRRAH
Address: 101&104, Building B, Kaihuimao Industrial Park, Liyuan Road, Heping Community, Fuhai Street, Baoan District,
Shenzhen, Guangdong, China
Hutik: P E TR IR 5 22 XA A T8 AP 41 X 7 B A b Tk s B #k 101, 104
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